
HAH0512S2
2-Line Ultra Low Capacitance TVS Diode Array

APPLICATION
◆Cellular Handsets and Accessories
◆Display Ports
◆MDDI Ports
◆USB 2.0 and 3.0 Ports
◆HDMI 1.3 and 1.4
◆Digital Visual Interface (DVI)
◆PCI Express and Serial SATA Ports
◆Notebook Computer
IEC COMPATIBILITY Package: SOT-23
◆ IEC61000-4-2 (ESD) ±25kV (air), ±20kV (contact)
◆ IEC61000-4-4 (EFT) 40A (5/50ns)
FEATURES
◆300W peak pulse power (8/20us)
◆Protects one bi-directional or two uni-directional line(s)
◆Ultra low leakage: nA level
◆Stand−ff Voltage: 3.3 V ~ 36 V
◆Ultra low clamping voltage
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Delivery Time

V V （uA) pF V V Amax W Days

HAH0512S2 5 6.0 0.5 0.8 9 16 5 80 7days



HAH0512S2
2-Line Ultra Low Capacitance TVS Diode Array

Ordering Information

Specifications are subject to change without notice 2 Tel: +86-755-27465585
HUAAN LIMITED www.huaandz.com Email: sales@huaandz.com

Part Number Qty per Reel Reel Size Package Delivery Time

HAH0512S2 3000pcs 7inch SOT-23 7days
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